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Estrattore a microonde per sintesi BK-ME1
1

Features:

1. The power is automatically adjustable in 10 gears, and the microwave power automatically
changes with temperature.

2. 421 Stainless steel chamber with multiple layers of anti-corrosion coating.

3. High precision temperature sensor, real-time monitoring of reaction temperature, accurate
control of reaction process.

4. 8-inch touch screen, real-time display of closed reaction tank temperature and temperature
curve.

5. Saving and querying experimental records.
6. Open reaction system, dropping funnel and condenser can be installed for reflux reaction.

7. Equipped with inert gas protection interface.

Modello BK-ME1

Volume di reazione 10 ~ 1500 ml

Velocita di agitazione e Magnetica: CVT 0 ~ 2000 rpm
(standard)

e Meccanica: 0 ~ 2000 rpm (opzionale)

Tempo di lavoro continuo 8 ore

Intervallo di controllo della temperatura 0~300°C

Precisione del controllo della temperatura <+1°C

Precisione della misurazione della <+0,2 °C

temperatura

Consumo energetico 0~ 1000 W, 10 livelli regolabili
automaticamente

Alimentazione elettrica AC 110/220V, 50/60 Hz

Dimensioni esterne (LxPxA) 400 x 600 x 450 mm

Dimensioni imballo (LxPxA) 500 x 700 x 500 mm

Peso netto / lordo 40 /55 kg
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